
LAGOON RANGE

FILTRATION SYSTEM
IN THERMOPLASTIC MATERIALS
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The filtering system LAGOON provides an economic removal of solids
and organic impurities from chemical liquids during metal polishing, metallic
and plastic surface treatments (galvanic, PCB, semi conductors, wires
and metallic sheets, etc.); they can also be used in many processes of
chemical industry, in the pharmaceutical industries and water treatment.

The filtering system LAGOON offers 4 different versions:

• Filter chamber located on a base; inside the base
there is a magnetically driven horizontal pump

• Filter chamber located on the base; inside the base
there is a mechanically sealed pump

• Filter chamber on the base and a vertical pump
with cantilevered shaft, no bushings and no bearings

• Only filter chamber on feet.

Many types of valves and flowmeters are available, pre-coat tank, carbon
purification tank, increasing filtering surface solutions.

Filtration systems
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MAIN FEATURES FOR ALL THE VERSIONS AVAILABLE

Flow up to 40.000 l/h plus different filter chambers
• 6 different filter chambers, 13 types of pumps and 8 models of vertical pumps;

these choises in order to offer a very good match in terms of flow and filtering surface. 

Different filtering components
The wide choice of filter chambers allows the user to make the right selection between filtering
components:

• Various filtering elements for the best choice of filtration
- Discs with cardboard or fibre
- Two standard cartridges - 10" and 20" height
  (wound yarn, pleated, microfibre, with active carbon)
- Special Argal pleated cartridges with high filtering surface
- Filtering bags

• The discs and the cartridges filters are interchangeable
through a simple removal from the chamber.

Chemical inertia of adopted materials
All the components are made through injection molding process and show a high chemical
resistance to the liquids pumped

• Polypropylene or PVDF for the filter chambers
• Polypropylene reinforced with glass fibre, PVDF or E-CTFE with carbon fibre in the pumps
• High density polyethylene in the base and for the motor protection

Reliability of the most critical components
• Hardness of the main structure
• Filtering chamber in high thickness and top cover with hermetical seals
• Eye bolts in stainless steel
• Horizontal mag drive pumps PATENTED against dry running conditions
• Vertical pumps without any bearing and bushing at low maintenance.

Active carbon vat
The purification process takes place through filtration with active carbon.
Upon request we deliver the vat equipped with all the fittings to be installed on the base.
Other filtering powders or additives can be added to the vat.
The entire procedure is clean and free of problems.

Argal is able to offer tailored advices for any type of necessity and technical requirements. TMB

AM

TMR or ZMR

HME

Filtering elements




















